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The following document is intended for use for machine optimisation in order to 
maximize performance and profitability

This manual serves as a quick reference for adjustments and controls of the machine for 
operators who are familiar with the machine and the controls. In no case does it replace 

the Operators Manual.

S700 Set Up Sequence

Setup handle & display

Activate HillMaster (If equipped)

Setup crop type and activate 
ACA (or custom settings)

Activate ATA if needed

Setup AutoTrac while opening up the field

Calibrate loss sensor and perform first rough loss check on the ground

Activate 
ICA2

Optimize machine 
settings (ICA)

Save new settings 
as custom ACA 
setting

Activate 
Harvest
Smart Check 

Active 
Yield 
function

Harvest Set Up
AutoTrac
Combine Advisor
Interactive Combine Adjust
AutoMaintain Optimisation Guide
HarvestSmart
Active Yield
Machine Sync
MyOperations App
JDLink
GoHarvest
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Harvest Set Up 

Work Set Up
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Harvest Set Up

Create a custom preset for best 
AutoMaintain performance

Harvest 
Settings

After the custom preset has been made, press the bar in the top of the harvest settings page. 

Click on “save preset“ 

AutoMaintain™ optimises based on the default preset if no custom preset is saved.  
For best AutoMaintain™ performance, it is important that the preset fits the individual conditions.
How to create a custom preset
Go to Harvest Settings:
Enter the harvest setting that fits best for your region or use ICA to optimize. 
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Residue Management

Auto Swap Residue

1. Open Menu.

2. Select Machine Settings tab.

3. Open Residue Management.

4. Select to enable or disable Auto Swap.

NOTE: If Auto Swap is disabled, you must
manually swap the spread direction. Auto Swap ON/OFF

5. Select to adjust the direction left or right.
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Harvest Set Up

Calibrating the loss sensor

Optimise the combine until you find an acceptable loss 
level the press “set to current” which will set the current 
loss level to within the green bars. 

Pressing the grain loss set to current button will not have 
an impact on HarvestSmart or AutoMaintain.
It will only move the current loss level to the center of the 
green zone. 

Pressing the set performance target will calibrate grain 
loss indicator on the PDU together with all other targets, 
as soon as the performance target is valid. (See “Set 
Performance Target”)
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On-Board Systems 4640

AutoTrac - Setup
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On-Board Systems 4640

AutoTrac - Engage
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Combine Advisor

Main Page

Master switches

Access camera pages

ICA

Harvest Priorities

System status

Active

Adjusting

Maintaining speed 

Ready

reduced functionality 

Not ready

fault detected

Blue

Green

Amber

Red

Automation System States
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Combine Advisor

Functionality

Start an ICA session

Access ICA2 main page

Set performance target 

HarvestSmart settings

ATA settings

AutoMaintain™ sensitivity 
settings 

ICA helps to optimise the combine

Harvest Smart  controls the ground speed based on rotor target pressure to keep a constant feedrate. 

Active terrain adjust controls based on pitch angle. 

• Cleaning fan speed

• Chaffer opening

• Sieve opening 

AutoMaintain™ controls based on camera images and grain loss sensor

• Threshing speed

• Concave clearance

• Cleaning Fan speed

• Chaffer opening

• Sieve opening
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Combine Advisor

Harvest Priorities

Harvest Priorities are taken into account for 
AutoMaintain™. 

Harvest Priorities mean: What is generally most 
important?

Grain Loss
Broken grain
Foreign Material (MOG)
Straw Quality

Change the order by moving the criteria up or down in 
the list 
Harvest priorities are crop specific. They can be set 
differently for each crop. 
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Combine Advisor

ICA – Interactive Combine Adjust

Helps to Optimize

Helps to optimise machine and reach performance 
target. 

Performance target is set when ICA optimisation
cycle is finished 

Out of cab settings changes can be recommended

Supports all crops

Operator input required

Operator needs to evaluate the impact of 
adjustment made to the combine 

Helps to maintain performance

Maintains combine at a set performance target

Cannot be active when ICA is active

Out of cab settings are not part of  AutoMaintain

Supports Maize, Soybeans, Barley, Wheat, OSR
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Combine Advisor

AutoMaintain Performance Target 

Press “Set Performance Target” when you are 
satisfied with combine performance.

The following message will appear. 

If yes click OK, the performance target is set.

If no click Cancel and optimise combine to desired 
performance. 

Optimise on your own or use ICA

When conditions change throughout the day you 
can adjust the settings without changing the 
performance target

When you set a new 
performance target the system 
will maintain it.
If a poor target (a machine not 
optimised to customers 
expectation) is set, 
AutoMaintain will maintain a 
poor target.

Up to 5 targets can be saved (one for each crop type) 

Target expires after 30 days.

Operator gets a warning when targets is older than 12 days

Setting the performance target defines the level of all 
parameters that AutoMaintain™ takes into account. 

Setting performance target also 

• calibrates loss sensors

• Sets HarvestSmart rotor target pressure and starts 
Rotor pressure calibration cycle

The operator is responsible for choosing the right 
performance target. For example, do not set the target for a 
very clean grain tank if this cleanliness is not needed

What parameter affects the performance target?

Losses

• Separator loss

• Shoe loss

Grain quality 

• Broken grain

• Amount of Chaff in grain 

• Amount of Cob or straw in grain

• Unthreshed grain 

Tailings system

Harvest Smart rotor pressure (ProDrive machines only) 
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Combine Advisor

AutoMaintain Sensitivity

Response Aggressiveness: Response time,
How much time does it take to trigger a reaction after a problem is 
detected

Issue sensitivity: How severe does the problem 
need to be to trigger a reaction

The AutoMaintain™ sensitivity is crop specific

A setting in blue indicates that this setting was made automatically. 
The Blue Circle indicates an adjustment is being made
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Combine Advisor

Grain Camera

Press the camera symbol on the ICA2 main page or run 
page module to access the camera page. 
You can choose to view 
• Grain camera
• Tailings camera
• Both 

Grain Analysis View 

ON/OFF - which will toggle the 
colour overlays of the video 
stream to allow them to see 
how the machine is analysing
the grain images.

The grain view analysis shows  the 
different quality parameters marked 
with the respective colours. 

• Broken Kernel - Amber

• Unthreshed Kernel - Purple

• Light Material - Turquoise

• Heavy material - Yellow
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Combine Advisor

Performance History

The performance graphs are 
available for the loss performance 
and the grain quality performance. 

Tap on either of them to open a 
more detailed view 

The performance graph show 
relative performance compared to 
the average performance.

The adjustment history 
shows the adjustments 
that were made to the 
combine in their 
chronological order. 

ATA adjustment are 
always on the top. 

Click on the adjustment 
to get more details or to 
undo the adjustment
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Combine Advisor

Adjustment History

Short-term adjustment

Short-term adjustment in progress

Long-term adjustment

The adjustment history shows the adjustments that were made to the combine in their chronological order. 
ATA adjustment are always on the top. 
Click on the adjustment to get more details or to undo the adjustment

The last adjustment 

• can be undone, if AutoMaintain™ is still 
evaluating whether or not the 
adjustment resolved the issues that 
were detected

• cannot be undone if AutoMaintain™ 
Concludes the adjustment resolved the 
issues that were detected

Previous adjustments cannot be undone
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Combine Advisor

AutoMaintain Optimisation Guide

• ICA will prompt the operator to make adjustments based on performance targets and 
harvest priorities.

• AutoMaintain will make the changes automatically for the operator based on 
performance targets and harvest priorities.

• If a poor performance target is set – AutoMaintain will maintain poor performance!

• Set new targets for different crops and at least once during the harvest season.

• Losses of 1% or less are acceptable, a combine with 0% losses is not operating to its full 
potential – learn to accept some losses.

• Grain quality camera lenses must be cleaned at least once per day – more often in dusty 
or damp conditions.

• Harvest priorities can be edited in the ICA menu, the operator can choose what 
priorities are most important to suit their individual needs.

• Combine performance is directly related to operator input – if AutoMaintain issue 
sensitivity is set to maximum on each issue, the combine will constantly fight itself to try 
to maintain acceptable performance, which will actually cause adverse effects. Be 
mindful when setting sensitivity. 
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Combine Advisor

AutoMaintain Optimisation Guide

Auto Maintain has been tuned to perform very well in most field conditions.  However, if the operator is 
unhappy with the performance in specific field conditions, we have provided Advanced Settings to allow the 
operator to fine tune their system.

Potential Problems What to adjust for each potential problem

▪ Adjustments are made too often
Decrease the Response Aggressiveness

▪ Adjustments are not made often enough
increase the Response Aggressiveness

▪ Adjustments are made for Grain Loss when no issue exists
Decrease the Grain Loss Sensitivity

▪ Adjustments are not being made for Grain Loss when an issue exists
Increase the Grain Loss Sensitivity

▪ Adjustments are made for Broken Grain when no issue exists
Decrease the Broken Grain Sensitivity

▪ Adjustments are not being made for Broken Grain when an issue exists
Increase the Broken Grain Sensitivity

▪ Adjustments are made for Foreign Material when no issue exists
Decrease the Foreign Material Sensitivity

▪ Adjustments are not being made for Foreign Material when an issue exists
Increase the Foreign Material Sensitivity

▪ Multiple problems are present with Auto Maintain
Re-optimize the machine and re-set Targets.

Step-by-step instructions to optimize

1.Modifying Aggressiveness or Sensitivity
a.Identify recommended solution for the problem that the user is experiencing (increase 
Broken Grain Sensitivity, decrease Response Aggressiveness, etc.).
b.Increase/Decrease the recommended slider by 1 notch.
c.Continue harvesting for 30 minutes.
d.Determine if the problem is resolved.
e.If the problem is not resolved, repeat steps ii through iv up to 2 times.
f.If the problem persists, follow the steps for Setting Targets below.

2.Setting Targets
a.Optimize the machine (using ICA or Operator knowledge).
b.Once the machine is performing to the operator’s preferred levels, press the Set 
Performance Target within the Integrated Combine Adjustment 2 application.
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Pro Drive range
1. Set your ProDrive speed range to ~12 km/h. This will allow you enough reserves 

to speed up on the headland, and still gives you enough sensitivity to control 
the speed during Harvest.

2. Press set target when in homogeneous conditions and the machine is already 
filled with crop, at the desired speed and performance level. 

Combine Advisor

HarvestSmart

1. Engage HarvestSmart
2. Verify harvesting speed limit and engine Power target

3. Verify that Master switch is ON
4. Start to harvest 
5. Press button 2 on hydrohandle to start HarvestSmart calibration

12

Set this 1-2Km/hr faster than you 
would expect your harvesting 
speed to be
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Combine Advisor

Harvest Smart

Unloading 
HarvestSmart will maintain ground speed of combine 
when unloading auger is engaged. If engine is overloaded 
HarvestSmart will slow down, but will not speed up again. 
(MAINTAINING GROUND SPEED)
When the unloading auger is shut off, HarvestSmart will 
change to active again and take control of the speed. 
(ACTIVE)

Move hydrohandle during unloading,

To deactivate HarvestSmart, and you will gain manual 
control of the speed. (READY)
Press „2“ or „3“ to resume HarvestSmart. (ACTIVE)
The hydrohandle position does not limit forward speed, 
no need to push it all the way forward.

To Disengage HarvestSmart
• Move hydrohandle
• Press service brakes
(READY)

Headland turn

When approaching the headland, press “1” to raise the 
header. HarvestSmart will maintain the average 
harvesting speed. (MAINTAINING GROUND SPEED)

Move the hydrohandle or change speed range to gain 
manual control of the ground speed. (READY)

When approaching uncut crop press „2“ or „3“. The 
header will lower and the combine will slowly move to 
previously determined average harvesting speed. Move 
hydrohandle slightly back to gain manual control and 
press button 2 again when harvesting for 10 seconds.  
(ACTIVE)
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Combine Advisor

HarvestSmart Benefits and Limitation

HarvestSmart:

• keeps the crop flow through the machine at a constant level 

• increases productivity and eases the strain on the operator 

HarvestSmart performance may be reduced by the following: 

• Steep slopes 

• Down or tangled crop 

• Wet and muddy ground conditions

• Quickly changing crop conditions

Best performance in 

• Long fields 

• Standing homogenous crop

For best performance set Engine Power target  to:

• In consistent conditions 80% - 90%

• In changing/ high biomass  conditions 75% - 85%

• Tough feeding conditions / Down crop 70% - 80%

Draper Header can run 5% higher Engine Power target due to better Feeding

Engine Power target above 95% is not recommended. 

If engine power target is set too high in inhomogeneous conditions, the machine is overreacting, if set too 
low you will not reach the max capacity of the machine. 

Aggressiveness = Acceleration rate

Controls how fast the system reacts to 
changes in separator pressure.

Aggressiveness can be set from 1 to 5. 

Aggressiveness is determined during 
calibration, adjustment should not be 
needed.

Higher aggressiveness = Less operator 
comfort but higher productivity

Lower aggressiveness = More operator 
comfort but lower productivity 
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Combine Advisor

Harvest Smart Modes

Maximum Performance

• System maintains an engine power and 

grain loss while monitoring operator 

established parameters

• System increases or decreases the 

engine power target depending on the 

performance monitor. PDU bars will 

have to consistently be above/below 

operator-desired levels for a period 

before adjustment. The old system was 

overreactive. We are more sure of 

adjustments now.

Maximum Throughput

• Grain loss is not considered

• System maintains constant engine 

power

• Machine increases ground speed 

when engine load is lighter

• Decrease ground speed when engine 

load is heavier
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Combine Advisor

Harvest Smart Modes

Threshing load

Engine Load

Higher than target value
Decrease threshing target

Grain Loss

Lower than target value:

R
e
s
ta

rt
c
o

n
tro

l
c
y
c
le

Increase threshing target

Decrease Engine load

target
Higher than target value

Lower than target value:

Increase Engine load target

Decrease Ground Speed
Higher than target value

Lower than target value:

Increase Ground Speed

Threshing load

Engine Load

Higher than target value
Decrease threshing target

Lower than target value:
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Increase threshing target

Decrease Ground Speed
Higher than target value

Lower than target value:

Increase Ground Speed

Manage target without grain loss

Manage target with grain loss
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Active Yield

Operation

System off

0 load accepted

1 or 2 load accepted

3 or 4 loads accepted

5 + loads accepted

Mass Flow Vibration Calibration is 
recommended prior to Yield Calibration

For best accuracy mass flow calibration 
should be done every time the header is 
attached, especially after road 
transportation

The system starts taking data when the 
load cells indicate that grain is 
accumulating in the grain tank at 900kg. 
ActiveYield stops accepting 
measurements when the load cells 
indicate the grain weight at 3000kg.

Load will be saved as long as: 
• Harvested crop is uniform to support 

constant flow during load collection
• Field terrain (roll and pitch) are 

within +/-4°
• No interruptions with grain flow 

during load collection (stopping-
starting, unloading, grain pile shift, 
disengaging separator).

Individual loads may be rejected by the system and will not be used because:
• Inconsistent Flow 

Grain tank fill that takes more than 400 sec. harvesting time to reach the 3000kg.(6600lb) 
grain tank sample limit. Example: Harvesting interrupted (stop-start, low yield crop)

• Uneven loading / Grain Tank sample shift detected
Quick stop or start or rough terrain  causing excessive grain pile shift in the grain tank. 

• Pitch or roll too large of slope 
If Uphill/Downhill/Sidehill slope is more than +/- 4 degrees (+ /- 7%) during data 
collection, the load will be rejected. The pile of grain does not load evenly over the 3 load 
cells. Example: Grain tank loaded heavy to one side. 

• Collection interrupted 
Combine stopped / slows down or unloading auger was engaged while weight collection 
was in progress. Example: Unloading on the go.
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Active Yield

Yield Correction

In case of a discrepancy between the measured 
yield and the actual yield, a yield correction 
percentage can be entered in the active yield 
screen 

1. Harvest at least 5 grain tanks 
with consistent moisture and 
consistently accepted loads

2. Note the yield the combine 
measured for these 5 loads

3. Weigh these 5 loads and 
compare the actual weight to 
the measured weight. 

4. Calculate the difference 
between actual weight and 
measured weight and enter the 
yield correction.

Example 1 

Measured weight 12,345kg

Actual weight 11,500kg

(12345 - 115000) / 11500 

= 0.074 x 100

= 7.4%

Yield correction = 7.4%

Example 2

Measured weight 10765kg

Actual weight 11500kg

(10,765 - 11500) / 11500 

= -0.064 x100

= -6,4%

Yield correction = -6.4%
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Machine Sync

Machine Sync Operation 

Requirements in Order to Operate
1. Machine Compatible with Machine Sync
2. Machine Sync activation must be present
3. MTG must be compatible 
4. MTG must be connected by Ethernet
5. Machine sync must be on 
6. Leader and Follower machines must be in 

communication
1. Security certificate must be present
2. Mobile to Machine must be on
3. Machine Sync connection must be 

established
7. Shared Signal Must be on
8. Leader and follower must be ready to track
9. Follower Must Press Resume

Home Point

The home point is where the system guides the follower to unload product into the grain 
cart. Home Point is generated automatically based on header settings within machine profile 
application to prevent a collision between the tractor and combine. 

To adjust the home point position press the “set home point” button. 

Note: set home point button is only available when the follower is within the operational 
zone. The operational zone is marked on the map by a boundary
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MyOperations App

Overview

John Deere MyOperations™ takes remote management of your field operations and equipment 
to the next level. The MyOperations™ app connects with John Deere Operations Center, 

empowering you to evaluate expected vs. actual performance of job execution and machine 
utilization. Powered by an easy, reliable connection between you and your machines through 

JDLink™ Connect, the MyOperations™ app allows you to monitor completed field activities that 
occurred today and yesterday to determine the productivity and quality of each field for a given 
operation like Seeding, Application, Harvest, and Tillage. The MyOperations™ app is truly your 
solution to view machine and agronomic data anytime and anywhere. Access to these insights 
into your farm helps you proactively manage your day to improve logistics and productivity, as 

well as increasing confidence that your jobs are being executed as planned.
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MyOperations App

Remote Combine Adjust

System Requirments

Model year 2018 or newer S700 Combine
•    4600 CommandCenter Display
•    Gen 4 Premium activation
•    StarFire™ 6000 Receiver, StarFire 3000 Receiver, or StarFire iTC Receiver
•    18-1 Gen 4 software for remote view, and 18-2 Gen 4 software for remote adjust
•    John Deere Operations Center account with machine in the correct organization
•    JDLink Connect subscription
•    MyOperations mobile app
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MyOperations App

Remote Display Access

Notifications

Select your machine and select remote display access to see the display

Filter your notifications so you only see what you want
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MyOperations App

Operation Overview

Select your field to see your data.  Export your data via a PDF using your preferred 
method.

See your harvest summary View your harvest data based 
on crop variety 
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JDLink

Overview

JDLink™ is John Deere's telematics system designed to take operations to the next level of productivity 
and efficiency. Use JDLink™ to remotely locate your fleet, view machine information & diagnostics 

trouble codes (DTCs), or to get driving directions to a machine when a trip is needed. Leveraging the 
power of JDLink™ enables data-based decisions that optimize productivity, increase uptime, and boost 

profits.
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Mobile App

GoHarvest

The GoHarvest application gives S, W and T series combine operators the ability to optimize their 2012 or 
newer machine as they enter the harvest season. Operators choose the model of combine and type of 
crop. GoHarvest suggests initial settings for that crop type. GoHarvest also features a notes section and 
photo functionality to give combine operators a premium experience when setting their machine. Use 
the Seed Loss Calculator to calculate losses to optimize settings. GoHarvest is also a great guide to use in 
field for settings changes as conditions differ, and to document changes made to settings during harvest.




